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FRONT WHEEL AND BRAKE DISCS
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Order Job/Part Qty Remarks

Removing the front wheel and brake Remove the parts in the order listed.
discs

NOTE:
Place the motorcycle on a suitable stand
so that the front wheel is elevated.

Collars (left and right)
Brake discs (left and right)

1 Brake hose holders (left and right) 2 y

5 Front reflectors (left and right) 5 } Refer to REMOYING/INSTALLING THE
3 Brake calipers (left and right) 2 - FRONT WHEEL".

4 Wheel axle pinch bolt 1 | Loosen

5 | Front wheel axle 1 ] Refer to “REMOVING/INSTALLING THE
6 Front wheel 1 + FRONT WHEEL”.

7 2

8 2

For installation, reverse the removal
procedure.




FRONT WHEEL AND BRAKE Discs |CHAS |7

EAS00518

Order

Job/Part

Qty

Remarks

Disassembling the front wheel
Oil seals (left and right)

Wheel bearings (left and right)
Spacer

~~ NN

Remove the parts in the order listed.

For assembly, reverse the disassembly

procedure.
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REMOVING THE FRONT WHEEL
1. Stand the motorcycle on a level surface.

A WARNING

Securely support the motorcycle so that
there is no danger of it falling over.

NOTE:

Place the motorcycle on a suitable stand so that
the front wheel is elevated.

2. Remove:
* Brake hose holders
« front reflectors
*left brake caliper
*right brake caliper
e wheel axle

NOTE:

Do not squeeze the brake lever when removing
the brake calipers.

3. Elevate:
«front wheel
NOTE:

Place the motorcycle on a suitable stand so that
the front wheel is elevated.
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CHECKING THE FRONT WHEEL
1. Check:
*wheel axle
Roll the wheel axle on a flat surface.
Bends — Replace.

A WARNING

Do not attempt to straighten a bent wheel
axle.

2. Check:
stire
s front wheel
Damage/wear — Replace.
Refer to “CHECKING THE TIRES” and
“CHECKING THE WHEELS” in chapter 3.
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3. Measure:
e radial wheel runout 3
e |lateral wheel runout (2)
Over the specified limits —+ Replace.

Front radial wheel runout
1.0 mm (0.04 in)
Front lateral wheel runout

0.5 mm (0.02 in)

4. Check:
*wheel bearings
Front wheel turns roughly or is loose — Re-
place the wheel bearings.
*oil seals
Damage/wear — Replace.

5. Replace:
»wheel bearings

« oil seals

\AAAAAAAALAALAALAAALAAALAALAAALALAALAALALAALAALAALAALAL

a. Clean the outside of the front wheel hub.

b. Remove the oil seals (1) with a flat-head
screwdriver.

NOTE:

To prevent damaging the wheel, place a rag @
between the screwdriver and the wheel surface.

c. Remove the wheel bearings (3 with a gener-
al bearing puller.

d. Install the new wheel bearings and oil seals
in the reverse order of disassembly.

CAUTION:

Do not contact the wheel bearing center
race (4 or balls (. Contact should be made
only with the outer race 6

NOTE:

Use a socket (7) that matches the diameter of
the wheel bearing outer race and oil seal.

AAAAAAAALAAAAAAALDAAAAAALMDALAAAMLAALAAAL







